
Always read safety information before operation

Single-Size Pneumatic Plugs - 100 Series
• User friendly
• Exceeds industry standards
• Economical
• 1 piece forged zinc plated eyelets
• Field replaceable inflation fitting

• Positive seal ribs
• Manufactured from all natural, 

soft, durable rubber
• Pole attachment available

100 Series: Pneumatic Single-Size

Part 
Number Size Range Diameter Length Weight

Required 
Inflation 
Pressure

Max Allowable Back Pressure

Sell PriceAir Water

100-4 3.5” - 4.5” 
90 mm-125 mm

3.5” 
90 mm

5.5” 
140 mm 0.67 kg 25 psi 

1.7 bar
10 psi 

0.69 bar
25 ft 
7.6 m

100-6 5.0” - 6.5” 
125 mm-175 mm

5.0” 
125 mm

6.0” 
152 mm 1.4 kg 25 psi 

1.7 bar
10 psi 

0.69 bar
25 ft 
7.6 m

100-8 7.0” - 8.5” 
175 mm-225 mm

7.0” 
175 mm

7.5” 
191 mm 2.3 kg 25 psi 

1.7 bar
10 psi 

0.69 bar
25 ft 
7.6 m

100-9 8.5” - 10.0” 
225 mm-265mm

8.0” 
200mm

10.0” 
254mm 3.6 kg 20 psi 

1.4 bar
10 psi 

0.69 bar
25 ft 
7.6 m

100-12 11.0” - 12.5” 
275 mm-325 mm

11.0” 
275 mm

12.0” 
305 mm 5.6 kg 20 psi 

1.4 bar
10 psi 

0.69 bar
25 ft 
7.6 m

100-15 13.5” - 15.5” 
350 mm-400 mm

13.5” 
350 mm

15.0” 
381 mm 10.9 kg 25 psi 

1.7 bar
10 psi 

0.69 bar
25 ft 
7.6 m

100-18 16.5” - 18.5” 
425 mm-470 mm

16.5” 
425 mm

18.0” 
457 mm 15.5 kg 25 psi 

1.7 bar
10 psi 

0.69 bar
25 ft 
7.6 m

100-21 18.5” - 21.5” 
475 mm-550 mm

18.5” 
475 mm

21.0” 
533 mm 19.1 kg 20 psi 

1.4 bar
8 psi 

0.55 bar
20 ft 
6.1 m

For use with
125 Series Safety 

Inflation Rope/Hose



Always read safety information before operation

200 Series - Single-Size Pneumatic Plugs

200 Series: Pneumatic Single-Size with Bypass

Part 
Number Size Range Diameter Length Weight Bypass Size

Required Infla-
tion Pressure

Max Allowable 
Back Pressure

Sell PriceAir Water

200-4-1 3.5” - 4.5” 
90 mm-125 mm

3.5” 
90 mm

8.0” 
203 mm 0.67 kg 1” 

25.4 mm
25 psi 
1.7 bar

10 psi 
0.69 bar

25 ft 
7.6 m

200-6-1 5.0” - 6.5” 
125 mm-175 mm

5.0” 
125 mm

8.0” 
203 mm 1.4 kg 1” 

25.4 mm
25 psi 
1.7 bar

10 psi 
0.69 bar

25 ft 
7.6 m

200-8-2 7.0” - 8.5” 
175 mm-225 mm

7.0” 
175 mm

10.0” 
254 mm 2.7 kg 2” 

50.8 mm
25 psi 
1.7 bar

10 psi 
0.69 bar

25 ft 
7.6 m

200-9-3 8.0” - 10.0” 
205 mm-255 mm

8.0” 
205 mm

13.0” 
330 mm 3.9 kg 3” 

76.2 mm
20 psi 
1.4 bar

10 psi 
0.69 bar

25 ft 
7.6 m

200-10-3 9.0” - 10.5” 
225 mm-275 mm

9.0” 
225 mm

13.0” 
330 mm 4.8 kg 3” 

76.2 mm
20 psi 
1.4 bar

10 psi 
0.69 bar

25 ft 
7.6 m

200-12-4 11.0” - 12.5” 
275 mm-325 mm

11.0” 
275 mm

15.0” 
381 mm 7.0 kg 4” 

101.6 mm
20 psi 
1.4 bar

10 psi 
0.69 bar

25 ft 
7.6 m

200-15-4 13.5” - 15.5” 
350 mm-400 mm

13.5” 
350 mm

19.0” 
483 mm 14.5 kg 4” 

101.6 mm
25 psi 
1.7 bar

10 psi 
0.69 bar

25 ft 
7.6 m

200-18-4 16.5” - 18.5” 
425 mm-470 mm

16.5” 
425 mm

21.0” 
533 mm 18.4 kg 4” 

101.6 mm
25 psi 
1.7 bar

10 psi 
0.69 bar

25 ft 
7.6 m

200-21-4 18.5” - 21.5” 
475 mm-550 mm

18.5” 
475 mm

24.0” 
610 mm 22.0 kg 4” 

101.6 mm
20 psi 
1.4 bar

8 psi 
0.55 bar

20 ft 
6.1 m

• User friendly
• Exceeds industry standards
• Economical
• 1 piece forged zinc plated eyelets
• Field replaceable inflation fitting

• Positive seal ribs
• Manufactured from all natural, soft, 

durable rubber
• Pole attachment available

For use with
125 Series Safety 

Inflation Rope/Hose



Always read safety information before operation

Single-Size High-Flow Diverters - 250 Series 

250 Series: Single-Size High-Flow Diverters
Part 

Number Size Range Diameter Length
Required Inflation 

Pressure Bypass Size Sell Price

250-4 4.0” 
100 mm

3.0” 
76 mm

12.0” 
305 mm

25 psi 
1.7 bar

2.0” 
51 mm

250-6 6.0” 
150 mm

5.0” 
127 mm

12.0” 
305 mm

25 psi 
1.7 bar

4.0” 
102 mm

250-8 8.0” 
200 mm

7.0” 
178 mm

12.0” 
305 mm

25 psi 
1.7 bar

6.0” 
152 mm

250-9 9.0” 
225 mm

9.0” 
220 mm

10” 
255 mm

25 psi 
1.7 bar

6.0” 
152 mm

250-10 10.0” 
250 mm

9.0” 
229 mm

15.0” 
381 mm

25 psi 
1.7 bar

8.0” 
203 mm

250-12 12.0” 
300 mm

10.0” 
254 mm

17.0” 
432 mm

25 psi 
1.7 bar

10.0” 
254 mm

250-15 15.0” 
375 mm

13.5” 
343 mm

18.0” 
457 mm

25 psi 
1.7 bar

12.0” 
305 mm

250-18 18.0” 
450 mm

16.0” 
406 mm

18.0” 
457 mm

25 psi 
1.7 bar

14.0” 
356 mm

250-21 21.0” 
525 mm

19.5” 
495 mm

18.0” 
457 mm

25 psi 
1.7 bar

18.0” 
457 mm

250-24 24.0” 
600 mm

22.5” 
572 mm

18.0” 
457 mm

25 psi 
1.7 bar

20.0” 
508 mm

250-27 27.0” 
675 mm

25.5” 
648 mm

18.0” 
457 mm

25 psi 
1.7 bar

24.0” 
610 mm

250-30 30.0” 
750 mm

28.5” 
724 mm

18.0” 
457 mm

25 psi 
1.7 bar

24.0” 
610 mm

• Use for tie-in’s to structures
• Largest bypass available
• Eliminate pumping around when 

working in manholes or structures

• All aluminum construction
• For manhole rehab or modifications
• Makes ventilation easier 

for confined space entry

For use with
125 Series Safety 

Inflation Rope/Hose



Always read safety information before operation

280 Series - Single-Size High-Flow/No-Flow Diverters

280 Series: Single-Size High-Flow/No-Flow Diverters

Part 
Number Size Range Diameter Length

Max Inside 
Diameter

Required Inflation Pressure Max Allowable 
Back Pressure

Sell Price
Outside 
Bladder

Inside 
Bladder Air Water

280-6 6.0” 
150 mm

5.0” 
127 mm

12.0” 
305 mm

3.0” 
76 mm

25 psi 
1.7 bar

0-10 psi 
0-0.69 bar - 15 ft 

4.6 m

280-8 8.0” 
200 mm

7.0” 
178 mm

12.0” 
305 mm

5.0” 
127 mm

25 psi 
1.7 bar

0-10 psi 
0-0.69 bar - 15 ft 

4.6 m

280-9 9.0” 
228 mm

8.0” 
200 mm

14.0” 
354 mm

5.0” 
125 mm

25 psi 
1.7 bar

0-10 psi 
0-0.69 bar - 15 ft 

4.6 m

280-10 10.0” 
250 mm

9.0” 
229 mm

15.0” 
381 mm

7.0” 
178 mm

25 psi 
1.7 bar

0-10 psi 
0-0.69 bar - 15 ft 

4.6 m

280-12 12.0” 
300 mm

10.0” 
254 mm

18.0” 
457 mm

9.0” 
229 mm

25 psi 
1.7 bar

0-10 psi 
0-0.69 bar - 15 ft 

4.6 m

280-15 15.0” 
375 mm

13.5” 
343 mm

18.0” 
457 mm

11.0” 
279 mm

25 psi 
1.7 bar

0-10 psi 
0-0.69 bar - 15 ft 

4.6 m

• No confined space entry necessary 
to control flow or place plug

• Great for T.V. van applications
• Open or close interior 

bladder remotely

• Use in rehab, re-lining, 
& new construction

• Pole attachment available
• Seals 98% of flow
• NOT FOR AIR TESTING

Inside bladder 
uninflated

Inside bladder 
partially inflated

Inside bladder 
inflated & closed

For use with
275 Series Safety 

Inflation Rope/Hose



Always read safety 
information before 

operation

Multi-Size Flow Diverters - 400 Series

400 Series: Multi-Size Flow Diverters

Part 
Number Size Range Diameter Length Weight Bypass Size

Required 
Inflation 
Pressure Pipe Size

Max Allowable 
Back Pressure

Sell PriceAir Water

400-48-2 4.0”-8.0” 
100 mm-200 mm

3.8” 
97 mm

22.0” 
559 mm

7.0 lbs 
3.2 kg

2.0” 
51 mm

40 psi 
2.8 bar

4.0” 
100 mm

15 psi 
1.0 bar

45 ft 
13.7 m

6.0” 
150 mm

15 psi 
1.0 bar

40 ft 
12.2 m

8.0” 
200 mm

15 psi 
1.0 bar

35 ft 
10.7 m

400-610-3 5.5”-10.5” 
150 mm-275 mm

5.5” 
140 mm

22.0” 
559 mm

13.0 lbs 
5.9 kg

3.0” 
76 mm

40 psi 
2.8 bar

6.0” 
150 mm

15 psi 
1.0 bar

45 ft 
13.7 m

8.0” 
200 mm

15 psi 
1.0 bar

40 ft 
12.2 m

10.0” 
250 mm

15 psi 
1.0 bar

35 ft 
10.7 m

400-812-4 7.0”-12.5” 
175 mm-325 mm

6.5” 
165 mm

22.0” 
559 mm

18.0 lbs 
8.2 kg

4.0” 
102 mm

40 psi 
2.8 bar

8.0” 
200 mm

15 psi 
1.0 bar

45 ft 
13.7 m

10.0” 
250 mm

15 psi 
1.0 bar

40 ft 
12.2 m

12.0” 
300 mm

10 psi 
0.7 bar

35 ft 
10.7 m

400-1016-6 9.0”-16.0” 
225 mm-400 mm

8.5” 
216 mm

22.0” 
559 mm

26.0 lbs 
11.8 kg

6.0” 
152 mm

40 psi 
2.8 bar

10.0” 
250 mm

15 psi 
1.0 bar

45 ft 
13.7 m

12.0” 
300 mm

15 psi 
1.0 bar

45 ft 
13.7 m

16.0” 
400 mm

10 psi 
0.7 bar

35 ft 
10.7 m

400-1218-6 10.5”-18.0” 
275 mm-450 mm

10.0” 
254 mm

22.0” 
559 mm

34.0 lbs 
15.4 kg

6.0” 
152 mm

40 psi 
2.8 bar

12.0” 
300 mm

15 psi 
1.0 bar

40 ft 
12.2 m

15.0” 
375 mm

15 psi 
1.0 bar

35 ft 
10.7 m

18.0” 
450 mm

10 psi 
0.7 bar

30 ft 
9.1 m

400-1521-6 14.0”-21.0” 
350 mm-550 mm

13.5” 
343 mm

24.0” 
610 mm

46.0 lbs 
20.9 kg

6.0” 
152 mm

40 psi 
2.8 bar

15.0” 
375 mm

15 psi 
1.0 bar

40 ft 
12.2 m

18.0” 
450 mm

15 psi 
1.0 bar

35 ft 
10.7 m

21.0” 
525 mm

10 psi 
0.7 bar

30 ft 
9.1 m

400-1824-6 16.5”-24.0” 
425 mm-625 mm

16.0” 
406 mm

24.5” 
622 mm

60.0 lbs 
27.2 kg

6.0” 
152 mm

40 psi 
2.8 bar

18.0” 
450 mm

15 psi 
1.0 bar

40 ft 
12.2 m

21.0” 
525 mm

15 psi 
1.0 bar

35 ft 
10.7 m

24.0” 
600 mm

10 psi 
0.7 bar

30 ft 
9.1 m

• Durable, rugged aluminium construction
• Pump/rental industry approved
• PVC cap provided through 6” bypass
• Factory repairable/replaceable bladder
• Inflation port not in rubber • All aluminium body
• 2 ply polyester reinforced • Male NPT threads
• 40 PSI inflation pressure • Heavy duty bladder
• 1 piece forged steel eyelets • Offset bypass

For use with
125 Series Safety 

Inflation Rope/Hose



Always read safety information before operation

400 Series - Multi-Size Flow Diverters

• Durable, rugged construction
• Pump/rental industry approved
• All aluminum body
• 2 ply polyester reinforced
• Heavy duty bladder
• 40 PSI inflation pressure
• Factory repairable/replaceable 

bladder
• Flanged end allows easy changing 

of plates for different bypass sizes 
or setups

• Buy 1 plug - Use several 
different ways

For use with
125 Series Safety 

Inflation Rope/Hose

400 Series: Multi-Size Flow Diverters

Part 
Number Size Range Diameter Length Weight

Required 
Inflation 
Pressure Pipe Size

Max Allowable 
Back Pressure

Sell PriceAir Water

400-1824-F 16.5”-24.0” 
425 mm-625mm

16.0” 
406 mm

24.5” 
622 mm

60.0 lbs 
27.2 kg

40 psi 
2.8 bar

18.0” 
450 mm

15 psi 
1.0 bar

40 ft 
12.2 m

21.0” 
525 mm

15 psi 
1.0 bar

35 ft 
10.7 m

24.0” 
600 mm

10 psi 
0.7 bar

30 ft 
9.1 m

400-1830-F 16.5”-30.0” 
425 mm-775 mm

16.0” 
406 mm

41.0” 
1041 mm

95.0 lbs 
43.1 kg

40 psi 
2.8 bar

18.0” 
450 mm

15 psi 
1.0 bar

40 ft 
12.2 m

24.0” 
600 mm

15 psi 
1.0 bar

35 ft 
10.7 m

30.0” 
750 mm

10 psi 
0.7 bar

30 ft 
9.1 m

400-2436-F 22.0”-36.0” 
550 mm-950 mm

21.5” 
546 mm

41.0” 
1041 mm

130.0 lbs 
58.9 kg

40 psi 
2.8 bar

24.0” 
600 mm

15 psi 
1.0 bar

40 ft 
12.2 m

30.0” 
750 mm

15 psi 
1.0 bar

35 ft 
10.7 m

36.0” 
900 mm

10 psi 
0.7 bar

30 ft 
9.1 m

400-3648-F 34.0”-48.0” 
850 mm-1250 mm

33.0” 
838 mm

41.0” 
1041 mm

215.0 lbs 
97.5 kg

40 psi 
2.8 bar

36.0” 
900 mm

10 psi 
0.7 bar

25 ft 
7.6 m

42.0” 
1050 mm

8 psi 
0.6 bar

25 ft 
7.6 m

48.0” 
1200 mm

5 psi 
0.3 bar

20 ft 
6.1 m

400-4860-F 46.0”-60.0” 
1150 mm-1550 mm

45.0” 
1143 mm

41.0” 
1041 mm

325.0 lbs 
147.3 kg

40 psi 
2.8 bar

48.0” 
1200 mm

8 psi 
0.6 bar

20 ft 
6.1 m

54.0” 
1350 mm

8 psi 
0.6 bar

20 ft 
6.1 m

60.0” 
1500 mm

5 psi 
0.3 bar

15 ft 
4.6 m



Interchangeable Bolt-On Bypass Adapters/Plates - 400 Series
• Durable, rugged aluminum construction
• Male NPT threads
• Male BSP threads available upon request
• Offset bypass
• PVC cap provided through 6”
• Threaded available up to 10”

Always read safety 
information before 

operation

400 Series: Interchangeable Bolt-On Bypass Adapters/Plates

For use with Bypass Size
Camlock Fitting 

Part Number Sell Price

400-1824-F or 
400-1830-F

6.0” 
152 mm 400-1830-6-CLF

400-2436-F 6.0” 
152 mm 400-2436-6-CLF

400-3648-F 6.0” 
152 mm 400-3648-6-CLF

400-4860-F 6.0” 
152 mm 400-4860-6-CLF

Custom sizes & specifications available on Interchangeable Bolt-On Bypass Adapters/Plates



Always read safety information before operation

401 & 601 Series - Protective Sleeves for Pneumatic Plugs 

401 Series: Protective Sleeves
For use 

with Part Number Thickness Sell Price

400-1824 401-1824 1/4” 
6.4 mm

400-1830 401-1830 1/4” 
6.4 mm

400-2436 401-2436 1/4” 
6.4 mm

400-3648 401-3648 1/4” 
6.4 mm

400-4860 401-4860 1/4” 
6.4 mm

If you truly feel added protection is necessary due 
too old, deteriorated lines, these protective sleeves 
can help. Protects the plugs surface.

• Helps to Eliminate Cuts on Plug Surface
• Perfect for the Rental Industry & Frequent Users
• Extends the Life of the Plugs
• Made from Soft, Durable, All Natural Rubber
• Flexible

601 Series: Protective Sleeves
For use 

with Part Number Thickness Sell Price

600/650-1824 601-1824 1/4” 
6.4 mm

600/650-1830 601-1830 1/4” 
6.4 mm

600/650-2036 601-2036 1/4” 
6.4 mm

600/650-2448 601-2448 1/4” 
6.4 mm

600/650-3660 601-3660 1/4” 
6.4 mm

600/650-4278 601-4278 1/4” 
6.4 mm

600/650-4872 601-4872 1/4” 
6.4 mm

600/650-6096 601-6096 1/4” 
6.4 mm



Always read safety information before operation

Steam Process Plugs - 450 & 460 Series

• All aluminium construction
• Field tested & approved by 

CIPP contractors
• DuPont Kevlar® reinforced
• Long lasting - Buy fewer plugs 

- More cycles per plug!
• Factory replaceable bladder
• All with 2” MIP bypass
• Basket available with larger sizes
• Sturdy aluminum inflation port. 

Port not in bladder.

450 Series: Multi-Size Steam Process - Kevlar Reinforced

Part Number Size Range Diameter Length Bypass Size
Required 

Inflation Pressure Sell Price

450-48-2 4.0”-8.0” 
100 mm-200 mm

3.8” 
97 mm

22.0” 
559 mm

2.0” 
51 mm

40 psi 
2.8 bar

450-610-2 6.0”-10.0” 
150 mm-250 mm

5.3” 
135 mm

22.0” 
559 mm

2.0” 
51 mm

40 psi 
2.8 bar

450-812-2 8.0”-12” 
200 mm-300 mm

6.5” 
165 mm

22.0” 
559 mm

2.0” 
51 mm

40 psi 
2.8 bar

450-1015-2 10.0”-15.0” 
250 mm-400 mm

8.5” 
216 mm

22.0” 
559 mm

2.0” 
51 mm

40 psi 
2.8 bar

450-1218-2 12.0”-18.0” 
300 mm-450 mm

10.0” 
254 mm

22.0” 
559 mm

2.0” 
51 mm

40 psi 
2.8 bar

450-1521-2 15.0”-21.0” 
375 mm-550 mm

13.5” 
343 mm

24.0” 
610 mm

2.0” 
51 mm

40 psi 
2.8 bar

450-1824-2 18.0”-24.0” 
450 mm-625 mm

16.0” 
406 mm

24.5” 
622 mm

2.0” 
51 mm

40 psi 
2.8 bar

460 Series: Single-Size Steam Process - Kevlar Reinforced

Part Number Size Range Diameter Length Bypass Size
Required 

Inflation Pressure Sell Price

460-4 4.0” 
100 mm

2.5” 
64 mm

12.0” 
305 mm

1.0” 
25 mm

40 psi 
2.8 bar

460-6 6.0” 
150 mm

3.8” 
97 mm

12.0” 
305 mm

2.0” 
51 mm

40 psi 
2.8 bar

460-8 8.0” 
200 mm

5.3” 
135 mm

12.0” 
305 mm

2.0” 
51 mm

40 psi 
2.8 bar

460-10 10.0” 
250 mm

6.5” 
165 mm

12.0” 
305 mm

2.0” 
51 mm

40 psi 
2.8 bar

460-12 12.0” 
300 mm

8.5” 
216 mm

12.0” 
305 mm

2.0” 
51 mm

40 psi 
2.8 bar

460-15 15.0” 
375 mm

10.0” 
254 mm

12.0” 
305 mm

2.0” 
51 mm

40 psi 
2.8 bar

460-18 18.0 
450 mm

13.5” 
343 mm

15.0” 
381 mm

2.0” 
51 mm

40 psi 
2.8 bar



Always read safety information before operation

600/650 Series - Pneumatic Plugs
• DuPont Kevlar® reinforced
• Ozone protected rubber surface
• Sturdy steel internal end plates 

with inflation & test-thru ports
• Wrapped finish surface
• Extra 1/4” thickness - no over-

sleeve necessary

• Factory repairable - 
no patches - vulcanized

• Higher inflation pressure 
for increased safety margin

• Protected with pressure relief 
valve to help prevent over inflation

• 3/4” Bypass Port

600/650 Series: Multi-Size Back Plugs / Leak Locators

Part Number Size Range Diameter Length Weight

Required 
Inflation 
Pressure Pipe Size

Max Allowable 
Back Pressure

Sell PriceAir Water

600-46
3.8”-6.0” 

100 mm-150 mm
3.5” 

89 mm
13.0” 

330 mm
2.5 lbs 
1.1 kg

35 psi 
2.4 bar

4.0” 
100 mm

10 psi 
0.7 bar

25 ft 
7.6 m

650-46 6.0” 
150 mm

10 psi 
0.7 bar

25 ft 
7.6 m

600-610

5.5”-10.0” 
150 mm-250 mm

5.0” 
127 mm

22.0” 
559 mm

7.2 lbs 
3.3 kg

35 psi 
2.4 bar

6.0” 
150 mm

15 psi 
1.0 bar

40 ft 
12.2 m

650-610

8.0” 
200 mm

15 psi 
1.0 bar

35 ft 
10.7 m

10.0” 
250 mm

15 psi 
1.0 bar

35 ft 
10.7 m

600-812

7.5”-12.0” 
200 mm-300 mm

7.0” 
178 mm

22.5” 
572 mm

10.0 lbs 
4.5 kg

35 psi 
2.4 bar

8.0” 
200 mm

15 psi 
1.0 bar

40 ft 
12.2 m

650-812

10.0” 
250 mm

15 psi 
1.0 bar

35 ft 
10.7 m

12.0” 
300 mm

15 psi 
1.0 bar

35 ft 
10.7 m

600-1016

9.0”-16.0” 
225 mm-400 mm

8.8” 
224 mm

25.0” 
635 mm

16.0 lbs 
7.3 kg

35 psi 
2.4 bar

10.0” 
250 mm

15 psi 
1.0 bar

40 ft 
12.2 m

650-1016

12.0” 
300 mm

15 psi 
1.0 bar

35 ft 
10.7 m

15.0” 
375 mm

15 psi 
1.0 bar

35 ft 
10.7 m

600-1218

11.0”-18.0” 
275 mm-450 mm

10.5” 
267 mm

28.0” 
711 mm

21.5 lbs 
9.7 kg

35 psi 
2.4 bar

12.0” 
300 mm

15 psi 
1.0 bar

40 ft 
12.2 m

650-1218

15.0” 
375 mm

15 psi 
1.0 bar

35 ft 
10.7 m

18.0” 
450 mm

15 psi 
1.0 bar

35 ft 
10.7 m

600-1224

11.0”-24.0” 
275 mm-625 mm

10.5” 
267 mm

47.0” 
1194 mm

30.0 lbs 
13.6 kg

25 psi 
1.7 bar

12.0” 
300 mm

15 psi 
1.0 bar

40 ft 
12.2 m

650-1224

18.0” 
450 mm

13 psi 
0.9 bar

30 ft 
9.1 m

24.0” 
600 mm

10 psi 
0.7 bar

25 ft 
7.6 m



Always read safety information before operation

Pneumatic Plugs - 600/650 Series

600/650 Series: Multi-Size Back Plugs / Leak Locators

Part 
Number Size Range Diameter Length Weight

Required 
Inflation 
Pressure Pipe Size

Max Allowable 
Back Pressure

Sell PriceAir Water

600-1521

13.5”-21.0” 
350 mm-550 mm

13.0” 
330 mm

31.5” 
800 mm

30.0 lbs 
13.6 kg

35 psi 
2.4 bar

15.0” 
375 mm

15 psi 
1.0 bar

40 ft 
12.2 m

650-1521

18.0” 
450 mm

15 psi 
1.0 bar

35 ft 
10.7 m

21.0” 
525 mm

10 psi 
0.7 bar

30 ft 
9.1 m

600-1824

16.0”-24.0” 
400 mm-625 mm

15.5” 
394 mm

35.5” 
902 mm

38.5 lbs 
17.5 kg

35 psi 
2.4 bar

18.0” 
450 mm

15 psi 
1.0 bar

40 ft 
12.2 m

650-1824

21.0” 
525 mm

15 psi 
1.0 bar

35 ft 
10.7 m

24.0” 
600 mm

10 psi 
0.7 bar

30 ft 
9.1 m

600-1830

16.5”-30.0” 
425 mm-775 mm

16.0” 
406 mm

47.0” 
1194 mm

68.0 lbs 
30.8 kg

25 psi 
1.7 bar

18.0” 
450 mm

15 psi 
1.0 bar

40 ft 
12.2 m

650-1830

21.0” 
525 mm

15 psi 
1.0 bar

35 ft 
10.7 m

24.0” 
600 mm

10 psi 
0.7 bar

35 ft 
10.7 m

30.0” 
775 mm

10 psi 
0.7 bar

30 ft 
9.1 m

600-2036

18.5”-36.0” 
475 mm-950 mm

18.0” 
457 mm

65.0” 
1651 mm

95.0 lbs 
43.0 kg

25 psi 
1.7 bar

20.0” 
500 mm

15 psi 
1.0 bar

40 ft 
12.2 m

650-2036

24.0” 
600 mm

15 psi 
1.0 bar

35 ft 
10.7 m

30.0” 
775 mm

10 psi 
0.7 bar

35 ft 
10.7 m

36.0” 
900 mm

10 psi 
0.7 bar

30 ft 
9.1 m

600-2448

22.5”-48.0” 
575 mm-1250 mm

21.5” 
546 mm

90.0” 
2286 mm

145.0 lbs 
65.7 kg

25 psi 
1.7 bar

24.0” 
600 mm

15 psi 
1.0 bar

40 ft 
12.2 m

650-2448

30.0” 
775 mm

15 psi 
1.0 bar

35 ft 
10.7 m

36.0” 
900 mm

15 psi 
1.0 bar

35 ft 
10.7 m

42.0” 
1050 mm

10 psi 
0.7 bar

30 ft 
9.1 m

48.0” 
1200 mm

10 psi 
0.7 bar

25 ft 
7.6 m



600/650 Series - Pneumatic Plugs

600/650 Series: Multi-Size Back Plugs / Leak Locators

Part Number Size Range Diameter Length Weight

Required 
Inflation 
Pressure Pipe Size

Max Allowable 
Back Pressure

Sell PriceAir Water

600-3660

35.0”-60.0” 
900 mm-1550 mm

34.0” 
864 mm

90.0” 
2286 mm

235.0 lbs 
106.5 kg

20 psi 
1.4 bar

36.0” 
900 mm

15 psi 
1.0 bar

35 ft 
10.7 m

650-3660

42.0” 
1050 mm

15 psi 
1.0 bar

35 ft 
10.7 m

48.0” 
1200 mm

13 psi 
0.9 bar

30 ft 
9.1 m

54.0” 
1350 mm

10 psi 
0.7 bar

25 ft 
7.6 m

60.0” 
1500 mm

8 psi 
0.6 bar

20 ft 
6.1 m

600-4278

41.0”-78.0” 
1050 mm-2000 mm

40.0” 
1016 mm

102.0” 
2591 mm

300.0 lbs 
135.9 kg

15 psi 
1.0 bar

42.0” 
1050 mm

6 psi 
0.4 bar

14 ft 
4.3 m

650-4278

54.0” 
1350 mm

6 psi 
0.4 bar

14 ft 
4.3 m

66.0” 
1700 mm

6 psi 
0.4 bar

14 ft 
4.3 m

78.0” 
2000 mm

6 psi 
0.4 bar

14 ft 
4.3 m

600-4872

47.0”-72.0” 
1200 mm-1850 mm

46.0” 
1168 mm

90.0” 
2286 mm

325.0 lbs 
147.2 kg

20 psi 
1.4 bar

48.0” 
1200 mm

15 psi 
1.0 bar

35 ft 
10.7 m

650-4872

54.0” 
1350 mm

13 psi 
0.9 bar

30 ft 
9.1 m

60.0” 
1500 mm

10 psi 
0.7 bar

25 ft 
7.6 m

66.0” 
1700 mm

8 psi 
0.6 bar

20 ft 
6.1 m

72.0” 
1800 mm

8 psi 
0.6 bar

18 ft 
5.5 m

600-6096

59.0”-96.0” 
1500 mm-2450 mm

58.0” 
1473 mm

110.0” 
2794 mm

550.0 lbs 
249.2 kg

12 psi 
0.8 bar

60.0” 
1500 mm

6 psi 
0.4 bar

14 ft 
4.3 m

650-6096

72.0” 
1850 mm

6 psi 
0.4 bar

14 ft 
4.3 m

84.0” 
2150 mm

6 psi 
0.4 bar

14 ft 
4.3 m

96.0” 
2450 mm

6 psi 
0.4 bar

14 ft 
4.3 m

Always read safety 
information before 

operation



Always read safety information before operation

Pneumatic Plugs - 675 Series

675 Series: Multi-Size Leak Locators with Large Bypass

Part 
Number Size Range Diameter Length Weight

Required 
Inflation 
Pressure

Bypass 
Size Pipe Size

Max Allowable 
Back Pressure

Sell PriceAir Water

675-2448-6 22.5”-48.0” 
575 mm-1250 mm

21.5” 
546 mm

90.0” 
2286 mm

175.0 lbs 
79.3 kg

20 psi 
1.4 bar

6.0” 
152 mm

30.0” 
775 mm

15 psi 
1.0 bar

35 ft 
10.7 m

36.0” 
900 mm

15 psi 
1.0 bar

35 ft 
10.7 m

42.0” 
1050 mm

10 psi 
0.7 bar

30 ft 
9.1 m

48.0” 
1200 mm

10 psi 
0.7 bar

25 ft 
7.6 m



Always read safety information before operation

700 Series - Pneumatic Plugs

700 Series: Multi-Size Washballs
Part Number Size Range Diameter Length Weight Sell Price

700-68 5.0”-8.0” 
125 mm-200 mm

4.5” 
114 mm

14.0” 
356 mm

6.0 lbs 
2.7 kg

700-812 7.0”-12.0” 
200 mm-300 mm

6.5” 
165 mm

22.0” 
559 mm

8.0 lbs 
3.6 kg

700-1015 9.0”-15.0” 
250 mm-375 mm

8.5” 
229 mm

22.5” 
572 mm

12.0 lbs 
5.4 kg

700-1218 11.0”-18.0” 
300 mm-450 mm

10.5” 
279 mm

25.0” 
635 mm

19.0 lbs 
8.6 kg

700-1521 14.0”-21.0” 
350 mm-550 mm

13.5” 
343 mm

28.0” 
711 mm

25.0 lbs 
11.3 kg

700-1824 17.0”-24.0” 
425 mm-600 mm

16.5” 
419 mm

31.5” 
800 mm

35.0 lbs 
15.9 kg

700-2030 19.0”-30.0” 
475 mm-775 mm

18.5” 
470 mm

35.5” 
902 mm

50.0 lbs 
22.7 kg

700-2033 19.0”-33.0” 
475 mm-850 mm

18.5” 
470 mm

48.0” 
1219 mm

75.0 lbs 
34.0 kg

700-2436 24.0”-36.0” 
600 mm-950 mm

20.5” 
521 mm

65.0” 
1651 mm

100.0 lbs 
45.3 kg

700-3048 30.0”-48.0” 
750 mm-1250 mm

22.5” 
572 mm

90.0” 
2286 mm

175.0 lbs 
79.3 kg

700-4860 48.0”-60.0” 
1200 mm-1550 mm

35.0” 
889 mm

92.0” 
2337 mm

295.0 lbs 
133.7 kg

• Polyester reinforced
• 5/8” thick rubber
• Multi-size

• Steel, zinc-plated swivel
• Field replaceable inflation fitting
• Lasts longer, saves money

• A cheaper alternative for cleaning new lines prior to 
commissioning and testing

• Also an alternative for the removal of grease build-up 
from existing lines.



Always read safety information before operation

Pneumatic Plugs - 800 Series

800 Series: High Pressure Plugs - 150 PSI TEST

Part Number
Required 

Inflation Pressure
Max Allowable 
Back Pressure Size Range Diameter Length Sell Price

800-4-1 200 psi 
13.8 bar

150 psi 
10.3 bar

3.8”-4.5” 
100 mm-125 mm

3.5” 
89 mm

18.0” 
457 mm

800-6-1 200 psi 
13.8 bar

150 psi 
10.3 bar

5.5”-6.5” 
150 mm-175 mm

5.0” 
127 mm

18.0” 
457 mm

800-8-1 200 psi 
13.8 bar

150 psi 
10.3 bar

7.0”-8.5” 
175 mm-225 mm

6.5” 
165 mm

18.0” 
457 mm

800-10-1 200 psi 
13.8 bar

150 psi 
10.3 bar

9.0”-10.5” 
225 mm-275 mm

8.0” 
203 mm

18.0” 
457 mm

800-12-1 200 psi 
13.8 bar

150 psi 
10.3 bar

11.0”-12.5” 
275 mm-325 mm

10.0” 
254 mm

18.0” 
457 mm

800-15 200 psi 
13.8 bar

150 psi 
10.3 bar

14.0”-15.5” 
350 mm-400 mm

13.0” 
330 mm

18.0” 
457 mm

800-18 200 psi 
13.8 bar

150 psi 
10.3 bar

17.0”-18.5” 
425 mm-475 mm

16.0” 
406 mm

18.0” 
457 mm

800-21 200 psi 
13.8 bar

150 psi 
10.3 bar

20.0”-21.5” 
500 mm-550 mm

19.0” 
483 mm

18.0” 
457 mm

800-24 200 psi 
13.8 bar

150 psi 
10.3 bar

23.0”-24.5” 
575 mm-625 mm

22.0” 
559 mm

18.0” 
457 mm

800-27 200 psi 
13.8 bar

150 psi 
10.3 bar

26.0”-27.5” 
650 mm-700 mm

25.0” 
635 mm

18.0” 
457 mm

800-30 200 psi 
13.8 bar

150 psi 
10.3 bar

29.0”-30.5” 
750 mm-800 mm

28.0” 
711 mm

18.0” 
457 mm

800-33 200 psi 
13.8 bar

150 psi 
10.3 bar

32.0”-33.5” 
800 mm-850 mm

31.0” 
787 mm

18.0” 
457 mm

800-36 200 psi 
13.8 bar

150 psi 
10.3 bar

35.0”-36.5” 
900 mm-950 mm

34.0” 
864 mm

18.0” 
457 mm

800-39 200 psi 
13.8 bar

150 psi 
10.3 bar

38.0”-39.5” 
950 mm-1000 mm

37.0” 
940 mm

18.0” 
457 mm

800-42 200 psi 
13.8 bar

150 psi 
10.3 bar

41.0”-42.5” 
1050 mm-1100 mm

40.0” 
1016 mm

18.0” 
457 mm

800-45 200 psi 
13.8 bar

150 psi 
10.3 bar

44.0”-45.5” 
1100 mm-1150 mm

43.0” 
1092 mm

18.0” 
457 mm

800-48 200 psi 
13.8 bar

150 psi 
10.3 bar

47.0”-48.5” 
1200 mm-1250 mm

46.0” 
1168 mm

18.0” 
457 mm

800-54 200 psi 
13.8 bar

150 psi 
10.3 bar

53.0”-54.5” 
1350 mm-1400 mm

52.0” 
1321 mm

18.0” 
457 mm

800-60 200 psi 
13.8 bar

150 psi 
10.3 bar

59.0”-60.5” 
1500 mm-1550 mm

58.0” 
1473 mm

18.0” 
457 mm

800-66 200 psi 
13.8 bar

150 psi 
10.3 bar

65.0”-66.5” 
1650 mm-1700 mm

64.0” 
1626 mm

18.0” 
457 mm

800-72 200 psi 
13.8 bar

150 psi 
10.3 bar

71.0”-72.5” 
1800 mm-1850 mm

70.0” 
1778 mm

18.0” 
457 mm

800-78 200 psi 
13.8 bar

150 psi 
10.3 bar

77.0”-78.5” 
1950 mm-2000 mm

76.0” 
1930 mm

18.0” 
457 mm

800-84 200 psi 
13.8 bar

150 psi 
10.3 bar

83.0”-84.5” 
2100 mm-2150 mm

82.0” 
2083 mm

18.0” 
457 mm

800-90 200 psi 
13.8 bar

150 psi 
10.3 bar

89.0”-90.5” 
2250 mm-2300 mm

88.0” 
2235 mm

18.0” 
457 mm

800-96 200 psi 
13.8 bar

150 psi 
10.3 bar

95.0”-96.5” 
2400 mm-2450 mm

94.0” 
2388 mm

18.0” 
457 mm

• DuPont Kevlar® reinforced
• Read back pressure port
• 4” thru 12” - 

All aluminum construction
• 14” & larger - 

All steel construction
• 14” & larger - 2” bypass
• Larger & custom sizes available
• Higher test pressures available

For use with
123HP Series Safety 
Inflation Rope/Hose



Always read safety information before operation

825 Series - Pneumatic Plugs

825 Series: High Pressure Plugs - 200 PSI TEST

Part Number
Required 

Inflation Pressure
Max Allowable 
Back Pressure Size Range Diameter Length Sell Price

825-4 250 psi 
17.2 bar

200 psi 
13.8 bar

3.8”-4.5 ” 
100 mm-125 mm

3.5 ” 
89 mm

18.0 ” 
457 mm

825-6 250 psi 
17.2 bar

200 psi 
13.8 bar

5.5”-6.5 ” 
150 mm-175 mm

5.0 ” 
127 mm

18.0 ” 
457 mm

825-8 250 psi 
17.2 bar

200 psi 
13.8 bar

7.0”-8.5 ” 
175 mm-225 mm

6.5 ” 
165 mm

18.0 ” 
457 mm

825-10 250 psi 
17.2 bar

200 psi 
13.8 bar

9.0”-10.5 ” 
225 mm-275 mm

8.0 ” 
203 mm

18.0 ” 
457 mm

825-12 250 psi 
17.2 bar

200 psi 
13.8 bar

11.0”-12.5 ” 
275 mm-325 mm

10.0 ” 
254 mm

18.0 ” 
457 mm

825-15 250 psi 
17.2 bar

200 psi 
13.8 bar

14.0”-15.5 ” 
350 mm-400 mm

13.0 ” 
330 mm

18.0 ” 
457 mm

825-18 250 psi 
17.2 bar

200 psi 
13.8 bar

17.0”-18.5 ” 
425 mm-475 mm

16.0 ” 
406 mm

18.0 ” 
457 mm

825-21 250 psi 
17.2 bar

200 psi 
13.8 bar

20.0”-21.5 ” 
500 mm-550 mm

19.0 ” 
483 mm

18.0 ” 
457 mm

825-24 250 psi 
17.2 bar

200 psi 
13.8 bar

23.0”-24.5 ” 
575 mm-625 mm

22.0 ” 
559 mm

18.0 ” 
457 mm

825-27 250 psi 
17.2 bar

200 psi 
13.8 bar

26.0”-27.5 ” 
650 mm-700 mm

25.0 ” 
635 mm

18.0 ” 
457 mm

825-30 250 psi 
17.2 bar

200 psi 
13.8 bar

29.0”-30.5 ” 
750 mm-800 mm

28.0 ” 
711 mm

18.0 ” 
457 mm

825-33 250 psi 
17.2 bar

200 psi 
13.8 bar

32.0”-33.5 ” 
800 mm-850 mm

31.0 ” 
787 mm

18.0 ” 
457 mm

825-36 250 psi 
17.2 bar

200 psi 
13.8 bar

35.0”-36.5 ” 
900 mm-950 mm

34.0 ” 
864 mm

18.0 ” 
457 mm

825-39 250 psi 
17.2 bar

200 psi 
13.8 bar

38.0”-39.5 ” 
950 mm-1000 mm

37.0 ” 
940 mm

18.0 ” 
457 mm

825-42 250 psi 
17.2 bar

200 psi 
13.8 bar

41.0”-42.5 ” 
1050 mm-1100 mm

40.0 ” 
1016 mm

18.0 ” 
457 mm

825-45 250 psi 
17.2 bar

200 psi 
13.8 bar

44.0”-45.5 ” 
1100 mm-1150 mm

43.0 ” 
1092 mm

18.0 ” 
457 mm

825-48 250 psi 
17.2 bar

200 psi 
13.8 bar

47.0”-48.5 ” 
1200 mm-1250 mm

46.0 ” 
1168 mm

18.0 ” 
457 mm

• DuPont Kevlar® reinforced
• Read back pressure port
• 4” thru 12” - 

All aluminum construction

• 14” & larger - All steel construction
• 14” & larger - 2” bypass
• Larger & custom sizes available
• Higher test pressures available

For use with
123HP Series Safety 
Inflation Rope/Hose



Always read safety information before operation

Pneumatic Plugs - 850 Series
• DuPont Kevlar® reinforced
• Read back pressure port
• 4” thru 12” - 

All aluminum construction

• 14” & larger - All steel construction
• 14” & larger - 2” bypass
• Larger & custom sizes available
• Higher test pressures available

850 Series: High Pressure Plugs - 250 PSI TEST

Part Number
Required 

Inflation Pressure
Max Allowable 
Back Pressure Size Range Diameter Length Sell Price

850-4 300 psi 
20.7 bar

250 psi 
17.2 bar

3.8”-4.5” 
100 mm-125 mm

3.5” 
89 mm

18.0” 
457 mm

850-6 300 psi 
20.7 bar

250 psi 
17.2 bar

5.5”-6.5” 
150 mm-175 mm

5.0” 
127 mm

18.0” 
457 mm

850-8 300 psi 
20.7 bar

250 psi 
17.2 bar

7.0”-8.5” 
175 mm-225 mm

6.5” 
165 mm

18.0” 
457 mm

850-10 300 psi 
20.7 bar

250 psi 
17.2 bar

9.0”-10.5” 
225 mm-275 mm

8.0” 
203 mm

18.0” 
457 mm

850-12 300 psi 
20.7 bar

250 psi 
17.2 bar

11.0”-12.5” 
275 mm-325 mm

10.0” 
254 mm

18.0” 
457 mm

850-15 300 psi 
20.7 bar

250 psi 
17.2 bar

14.0”-15.5” 
350 mm-400 mm

13.0” 
330 mm

18.0” 
457 mm

850-18 300 psi 
20.7 bar

250 psi 
17.2 bar

17.0”-18.5” 
425 mm-475 mm

16.0” 
406 mm

18.0” 
457 mm

850-21 300 psi 
20.7 bar

250 psi 
17.2 bar

20.0”-21.5” 
500 mm-550 mm

19.0” 
483 mm

18.0” 
457 mm

850-24 300 psi 
20.7 bar

250 psi 
17.2 bar

23.0”-24.5” 
575 mm-625 mm

22.0” 
559 mm

18.0” 
457 mm

850-27 300 psi 
20.7 bar

250 psi 
17.2 bar

26.0”-27.5” 
650 mm-700 mm

25.0” 
635 mm

18.0” 
457 mm

850-30 300 psi 
20.7 bar

250 psi 
17.2 bar

29.0”-30.5” 
750 mm-800 mm

28.0” 
711 mm

18.0” 
457 mm

850-33 300 psi 
20.7 bar

250 psi 
17.2 bar

32.0”-33.5” 
800 mm-850 mm

31.0” 
787 mm

18.0” 
457 mm

850-36 300 psi 
20.7 bar

250 psi 
17.2 bar

35.0”-36.5” 
900 mm-950 mm

34.0” 
864 mm

18.0” 
457 mm

850-39 300 psi 
20.7 bar

250 psi 
17.2 bar

38.0”-39.5” 
950 mm-1000 mm

37.0” 
940 mm

18.0” 
457 mm

850-42 300 psi 
20.7 bar

250 psi 
17.2 bar

41.0”-42.5” 
1050 mm-1100 mm

40.0” 
1016 mm

18.0” 
457 mm

For use with
123HP Series Safety 
Inflation Rope/Hose



Always read safety information before operation

900 Series - Multi-Size Joint Testers/Grout Packers - High Pressure

900 Series: Multi-Size Joint Testers/Grout Packers - High Pressure

Part Number Size Range Diameter Width

Required 
Inflation 
Pressure

Max 
Allowable Test 

Pressure Sell Price

900-2430 24.0”-30.0” 
600 mm-800 mm

21.0” 
533 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-3036 30.0”-36.0” 
750 mm-950 mm

27.0” 
686 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-3642 36.0”-42.0” 
900 mm-1100 mm

33.0” 
838 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-4248 42.0”-48.0” 
1050 mm-1250 mm

39.0” 
991 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-4854 48.0”-54.0” 
1200 mm-1400 mm

45.0” 
1143 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-5460 54.0”-60.0” 
1350 mm-1550 mm

51.0” 
1295 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-6066 60.0”-66.0” 
1500 mm-1700 mm

57.0” 
1448 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-6672 66.0”-72.0” 
1650 mm-1850 mm

63.0” 
1600 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-7278 72.0”-78.0” 
1800 mm-2000 mm

69.0” 
1753 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-7884 78.0”-84.0” 
1950 mm-2150 mm

75.0” 
1905 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-8490 84.0”-90.0” 
2100 mm-2300 mm

81.0” 
2057 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-9096 90.0”-96.0” 
2250 mm-2450 mm

87.0” 
2210 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-96102 96.0”-102.0” 
2400 mm-2600 mm

93.0” 
2362 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

900-102108 102.0”-108.0” 
2550 mm-2750 mm

99.0” 
2515 mm

24.0” 
610 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

• Doubles as a grout packer
• Comes with test panel
• 24” wide bladder
• Heavy duty, adjustable wheels
• All steel construction
• Patented telescopic ports
• DuPont Kevlar® reinforced 

bladder
• Available in higher 

operating pressures
• Successfully tests 

T-Lock pipe
• Several inches of 

clearance between 
bladder & pipe wall, 
allowing joint tester to 
negotiate bends in the 
pipe & clear allowable 

deflection
• Patent #5066208Water or Air Test Panel

Part Number Sell Price

900-001



Always read safety information before operation

Multi-Size Joint Testers/Grout Packers - Low Pressure - 910 Series

910 Series: Multi-Size Joint Testers/Grout Packers - Low Pressure

Part Number Size Range Diameter Width

Required 
Inflation 
Pressure

Max 
Allowable Test 

Pressure Sell Price

910-2430 24.0”-30.0” 
600 mm-800 mm

21.0” 
533 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-3036 30.0”-36.0” 
750 mm-950 mm

27.0” 
686 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-3642 36.0”-42.0” 
900 mm-1100 mm

33.0” 
838 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-4248 42.0”-48.0” 
1050 mm-1250 mm

39.0” 
991 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-4854 48.0”-54.0” 
1200 mm-1400 mm

45.0” 
1143 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-5460 54.0”-60.0” 
1350 mm-1550 mm

51.0” 
1295 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-6066 60.0”-66.0” 
1500 mm-1700 mm

57.0” 
1448 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-6672 66.0”-72.0” 
1650 mm-1850 mm

63.0” 
1600 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-7278 72.0”-78.0” 
1800 mm-2000 mm

69.0” 
1753 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-7884 78.0”-84.0” 
1950 mm-2150 mm

75.0” 
1905 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-8490 84.0”-90.0” 
2100 mm-2300 mm

81.0” 
2057 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-9096 90.0”-96.0” 
2250 mm-2450 mm

87.0” 
2210 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-96102 96.0”-102.0” 
2400 mm-2600 mm

93.0” 
2362 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910-102108 102.0”-108.0” 
2550 mm-2750 mm

99.0” 
2515 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

• Doubles as a grout packer
• Comes with test panel
• 24” wide bladder
• Heavy duty, adjustable wheels
• All steel construction
• Patented telescopic ports
• DuPont Kevlar® reinforced 

bladder
• Available in higher operating 

pressures
• Successfully tests 

T-Lock pipe
• Several inches of clearance 

between bladder & pipe wall, 
allowing joint tester to negotiate 
bends in the pipe & clear 
allowable deflection



Always read safety information before operation

910A Series - Aluminum Multi-Size Joint Testers/Grout Packers - Low Pressure

910A Series: Aluminium Multi-Size Joint Testers/Grout Packers - Low Pressure

Part Number Size Range Diameter Width

Required 
Inflation 
Pressure

Max 
Allowable Test 

Pressure Sell Price

910A-2430 24.0”-30.0” 
600 mm-800 mm

21.0” 
533 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-3036 30.0”-36.0” 
750 mm-950 mm

27.0” 
686 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-3642 36.0”-42.0” 
900 mm-1100 mm

33.0” 
838 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-4248 42.0”-48.0” 
1050 mm-1250 mm

39.0” 
991 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-4854 48.0”-54.0” 
1200 mm-1400 mm

45.0” 
1143 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-5460 54.0”-60.0” 
1350 mm-1550 mm

51.0” 
1295 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-6066 60.0”-66.0” 
1500 mm-1700 mm

57.0” 
1448 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-6672 66.0”-72.0” 
1650 mm-1850 mm

63.0” 
1600 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-7278 72.0”-78.0” 
1800 mm-2000 mm

69.0” 
1753 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-7884 78.0”-84.0” 
1950 mm-2150 mm

75.0” 
1905 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-8490 84.0”-90.0” 
2100 mm-2300 mm

81.0” 
2057 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-9096 90.0”-96.0” 
2250 mm-2450 mm

87.0” 
2210 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-96102 96.0”-102.0” 
2400 mm-2600 mm

93.0” 
2362 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

910A-102108 102.0”-108.0” 
2550 mm-2750 mm

99.0” 
2515 mm

24.0” 
610 mm

75 psi 
5.2 bar

25 psi 
1.7 bar

• Doubles as a grout packer
• Comes with test panel
• 24” wide bladder
• Heavy duty, adjustable wheels
• All steel construction
• Patented telescopic ports
• DuPont Kevlar® reinforced bladder
• Available in higher 

operating pressures
• Successfully tests T-Lock pipe
• Several inches of clearance 

between bladder & pipe wall, 
allowing joint tester to negotiate 
bends in the pipe & clear 
allowable deflection

• Lighter weight
• No rust - Easier to clean up
• Perfect for rental



Always read safety information before operation

Multi-Size Collapsible Joint Testers/Grout Packers - Low Pressure - 925 Series

925 Series: Multi-Size Collapsible Joint Testers/Grout Packers - Low Pressure

Part Number Size Range Diameter Width

Required 
Inflation 
Pressure

Max 
Allowable Test 

Pressure Sell Price

925-2430 24.0”-30.0” 
600 mm-750 mm

21.0” 
525 mm

18.0” 
457 mm

50 psi 
3.5 bar

25 psi 
1.7 bar

925-3036 30.0”-36.0” 
750 mm-950 mm

27.0” 
686 mm

18.0” 
457 mm

50 psi 
3.5 bar

25 psi 
1.7 bar

925-3642 36.0”-42.0” 
900 mm-1100 mm

33.0” 
838 mm

18.0” 
457 mm

50 psi 
3.5 bar

25 psi 
1.7 bar

925-4248 42.0”-48.0” 
1050 mm-1250 mm

39.0” 
991 mm

18.0” 
457 mm

50 psi 
3.5 bar

25 psi 
1.7 bar

925-4854 48.0”-54.0” 
1200 mm-1400 mm

45.0” 
1143 mm

18.0” 
457 mm

50 psi 
3.5 bar

25 psi 
1.7 bar

925-5460 54.0”-60.0” 
1350 mm-1550 mm

51.0” 
1295 mm

18.0” 
457 mm

50 psi 
3.5 bar

25 psi 
1.7 bar

• 30” Thru 60” pipe
• Compatible with today’s 

non-standard pipe IDs
• Aluminium construction
• Heavy duty, adjustable wheels
• Comes with air/water test panel
• Patented telescopic ports
• Removable DuPont Kevlar® 

reinforced bladder
• No grout band to remove
• Successfully tests T-Lock pipe
• 0-25 psi test pressure
• Patent #5066208



Always read safety information before operation

950 Series - Single-Size Joint Testers/Grout Packers - High Pressure

950 Series: Single-Size Joint Testers/Grout Packers - High Pressure

Part Number Size Range Diameter Width

Required 
Inflation 
Pressure

Max 
Allowable Test 

Pressure Sell Price

950-24 24.0” 
600 mm

21.0” 
533 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-27 27.0” 
700 mm

24.0” 
610 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-30 30.0” 
750 mm

27.0” 
686 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-33 33.0” 
850 mm

30.0” 
762 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-36 36.0” 
900 mm

33.0” 
838 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-39 39.0” 
1000 mm

36.0” 
914 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-42 42.0” 
1050 mm

39.0” 
991 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-45 45.0” 
1150 mm

42.0” 
1067 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-48 48.0” 
1200 mm

45.0” 
1143 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-54 54.0” 
1350 mm

51.0” 
1295 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-60 60.0” 
1500 mm

57.0” 
1448 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-66 66.0” 
1650 mm

63.0” 
1600 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-72 72.0” 
1800 mm

69.0” 
1753 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-78 78.0” 
1950 mm

75.0” 
1905 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-84 84.0” 
2100 mm

81.0” 
2057 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-90 90.0” 
2250 mm

87.0” 
2210 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

950-96 96.0” 
2400 mm

93.0” 
2362 mm

18.0” 
457 mm

150 psi 
10.3 bar

100 psi 
6.9 bar

• Doubles as a grout packer
• Comes with test panel
• 18” wide bladder
• Heavy duty, adjustable wheels
• All steel construction
• Patented telescopic ports
• DuPont Kevlar® reinforced bladder
• Available in higher 

operating pressures
• Successfully tests T-Lock pipe
• Several inches of clearance 

between bladder & pipe wall, 
allowing joint tester to negotiate 
bends in the pipe & clear 
allowable deflection

• Patent #5066208



Always read safety information before operation

Testing - 1000 Series

Example of the 1000-36 Vacuum Test Plate 
and 1000-80 Venturi Vacuum Pump in use.

1000 Series: Vacuum Test Plate
Part Number Diameter Weight Sell Price

1000-12 14” 
356 mm

10 lbs 
4.5 kg

1000-24 26.0” 
660 mm

25 lbs 
11.3 kg

1000-36 38.0” 
965 mm

42 lbs 
19.1 kg

1000-42 44.0” 
1118 mm

55 lbs 
24.9 kg

1000-24W 26.0” 
660 mm

25 lbs 
11.3 kg

1000-36W 38.0” 
965 mm

42 lbs 
19.1 kg

1000-42W 44.0” 
1118 mm

55 lbs 
24.9 kg

1000 Series: Vacuum Test Plugs

Part Number Size Range Bladder Height
Required Inflation 

Pressure Sell Price

1000-1824 17.0”-24.5” 
425 mm-650 mm

12.0” 
305 mm

40 psi 
2.8 bar

1000-2030 19.0”-30.5” 
475 mm-800 mm

18.0” 
457 mm

40 psi 
2.8 bar

1000-2430 22.5”-30.5” 
575 mm-800mm

12.0” 
305 mm

40 psi 
2.8 bar

1000-3036 28.5”-36.5” 
725 mm-950 mm

12.0” 
305 mm

40 psi 
2.8 bar

1000-1824W 17.0”-24.5” 
425 mm-650 mm

12.0” 
305 mm

40 psi 
2.8 bar

1000-2030W 19.0”-30.5” 
475 mm-800 mm

18.0” 
457 mm

40 psi 
2.8 bar

1000-2430W 22.5”-30.5” 
575 mm-800mm

12.0” 
305 mm

40 psi 
2.8 bar

1000-3036W 28.5”-36.5” 
725 mm-950 mm

12.0” 
305 mm

40 psi 
2.8 bar

• Lightweight
• All aluminum construction 

(not cast)
• Easy to use
• Available with optional window
• Replaceable foam



1000 Series - Testing 

Always read safety information before operation

Our Venturi Vacuum Pumps are 
lightweight and easy to use. 
They do not need oil, gas, or belts, 
and are very low maintenance. 
They feature more power, 
which means faster testing time. 
Test in seconds, not minutes!

1000-80
Rated to 40 CFM and 18 HG (60 KPA or 0.6 Bar)

1000-80L
Rated to 27 CFM and 18 HG (60 KPA or 0.6 Bar)

1000-500-50

1000 Series: Venturi Vacuum Pumps
Part Number Cubic Feet Per Minute Sell Price

1000-500 25 CFM @ 15 in.hg.

1000-500-50 50 CFM @ 15 in.hg.

1000 Series: Venturi Vacuum Pumps
Part Number Description Sell Price

1000-80 40 CFM

1000-80L 27 CFM



Always read safety information before operation

High Flow Hydrostatic Testers
• High pressures to 40BAR
• High flow pumps – other flow rates available
• Double pressure gauge and lock off valve system
• Reliable Udor pumps standard
• Simple diaphragm design pump
• Additional tank for water distribution / flow
• Heavy duty trolley with four big pneumatic tyres

High Flow Hydrostatic Testers

Part Number
Max Pump Pres-

sure
Max Flow Rate 

(lpm) Engine Pump (rpm) Weight (kg) Sell Price

DCHYDRO75D 568 psi (40BAR) 75 L100 Yanmar electric 
start Diesel 550 96

DCHYDRO75P 568 psi (40BAR) 75 GX390 13 hp Honda 
recoil Petrol 550 78

DCH4540P

DCHYDRO75P



Always read safety information before operation

1100 Series - Testing

Regulated Air Acceptance Test Panel
Part Number Sell Price

1100-150

Leak Location Reel
Part Number Sell Price

1100-300

50’ Triple Hose for Use with 1100-150
Part Number Hoses Length Sell Price

1100-145-50 3/8” x 3/8” x 1/4” 50’ 
15.2 m

1100-150-50 3/4” x 3/8” x 1/4” 50’ 
15.2 m

• Simple, single gauge 
& valve operation

• One hose, not three. Air is 
dumped in front of plugs, not run 
back to the panel, making for fast 
deflation of plugs & space

• Plugs & space automatically 
inflated with one turn of the 
control knob, making operation 
very simple

• Simple operation means safer, 
time saving leak location

• Air motor driven reel to help roll 
out & recover hose neatly



Always read safety information before operation

Rehabilitation - CA Series

CA Series: Point Repair Carriers - Ambient Cure

Part 
Number Size Range Diameter

Required 
Inflation 
Pressure Bypass Size Length Approximate Contact Area

Optional 
Wheel 
Kit Part 
Number

Optional 
Cage 

Kit Part 
Number Sell Price

Diameter of Pipe 4.0” 
100 mm

6.0” 
150 mm

CA-46-60

4.0”-6.0” 
100 mm-150 mm

2.5” 
64 mm

25 psi 
1.7 bar

1.0” 
25 mm

60.0” 
1500 mm

50.0” 
1270 mm

50.0” 
1270 mm

CCK-46

CA-46-96 96.0” 
2400 mm

85.0” 
2159 mm

5.0” 
2159 mm

CA-46-120 120.0” 
3050 mm

109.0” 
2769 mm

109.0” 
2769 mm

CA-46-144 144.0” 
3650 mm

133.0” 
3378 mm

133.0” 
3378 mm

CA-46-180 180.0” 
4550 mm

179.0” 
4547 mm

179.0” 
4547 mm

Diameter of Pipe 6.0” 
150 mm

8.0” 
200 mm

10.0” 
250 mm

CA-610-60

6.0”-10.0” 
150 mm-250 mm

4.25” 
108 mm

25 psi 
1.7 bar

2.5” 
64 mm

60.0” 
1500 mm

50.0” 
1270 mm

50.0” 
1270 mm

47.0” 
1194 mm

CWK-610 CCK-610

CA-610-96 96.0” 
2400 mm

85.0” 
2159 mm

85.0” 
2159 mm

83.0” 
2108 mm

CA-610-120 120.0” 
3050 mm

109.0” 
2769 mm

109.0” 
2769 mm

107.0” 
2718 mm

CA-610-144 144.0” 
3650 mm

133.0” 
3378 mm

133.0” 
3378 mm

131.0” 
3327 mm

CA-610-180 180.0” 
4550 mm

179.0” 
4547 mm

179.0” 
4547 mm

177.0” 
4596 mm

Diameter of Pipe 8.0” 
200 mm

10.0” 
250 mm

12.0” 
300 mm

CA-812-60

8.0”-12.0” 
200 mm-300 mm

5.25” 
133 mm

25 psi 
1.7 bar

3.0” 
76 mm

60.0” 
1500 mm

48.0” 
1219 mm

46.0” 
1168 mm

45.0” 
1143 mm

CWK-812 CCK-812

CA-812-96 96.0” 
2400 mm

84.0” 
2134 mm

82.0” 
2083 mm

81.0” 
2057 mm

CA-812-120 120.0” 
3050 mm

108.0” 
2743 mm

106.0” 
2692 mm

105.0” 
2667 mm

CA-812-144 144.0” 
3650 mm

132.0” 
3353 mm

130.0” 
3302 mm

129.0” 
3277 mm

CA-812-180 180.0” 
4550 mm

168.0” 
4267 mm

164.0” 
4166 mm

163.0” 
4140 mm

• Largest bypass available
• Exceeds industry standards
• Available with cage kit 

or wheel kit - no tools needed 
- sold in pairs



CA Series - Rehabilitation

Part 
Number Size Range Diameter

Required 
Inflation 
Pressure Bypass Size Length Approximate Contact Area

Optional 
Wheel 
Kit Part 
Number

Optional 
Cage 

Kit Part 
Number Sell Price

Diameter of Pipe 10.0” 
250 mm

12.0” 
300 mm

15.0” 
375 mm

CA-1015-60

10.0”-15.0” 
250 mm-375 mm

7.25” 
184 mm

25 psi 
1.7 bar

4.0” 
102 mm

60.0” 
1500 mm

48.0” 
1219 mm

46.0” 
1168 mm

45.0” 
1143 mm

CWK-1015 CCK-1015

CA-1015-96 96.0” 
2400 mm

84.0” 
2134 mm

82.0” 
2083 mm

81.0” 
2057 mm

CA-1015-120 120.0” 
3050 mm

108.0” 
2743 mm

106.0” 
2692 mm

105.0” 
2667 mm

CA-1015-144 144.0” 
3650 mm

132.0” 
3353 mm

130.0” 
3302 mm

129.0” 
3277 mm

CA-1015-180 180.0” 
4550 mm

168.0” 
4267 mm

164.0” 
4166 mm

163.0” 
4140 mm

Diameter of Pipe 12.0” 
300 mm

15.0” 
375 mm

18.0” 
450 mm

CA-1218-60

12.0”-18.0” 
300 mm-450 mm

8.75” 
222 mm

25 psi 
1.7 bar

6.0” 
152 mm

60.0” 
1500 mm

49.0” 
1245 mm

44.0” 
1118 mm

43.0” 
1092 mm

CWK-1218 CCK-1218

CA-1218-96 96.0” 
2400 mm

85.0” 
2159 mm

80.0” 
2032 mm

79.0” 
2007 mm

CA-1218-120 120.0” 
3050 mm

109.0” 
2769 mm

104.0” 
2642 mm

103.0” 
2616 mm

CA-1218-144 144.0” 
3650 mm

133.0” 
3378 mm

128.0” 
3251 mm

127.0” 
3226 mm

CA-1218-180 180.0” 
4550 mm

169.0” 
4293 mm

164.0” 
4166 mm

163.0” 
4140 mm

Diameter of Pipe 15.0” 
375 mm

18.0” 
450 mm

21.0” 
550 mm

CA-1521-60

15.0”-21.0” 
375 mm-550 mm

12.0” 
305 mm

20 psi 
1.4 bar

6.0” 
152 mm

60.0” 
1500 mm

49.0” 
1245 mm

44.0” 
1118 mm

43.0” 
1092 mm

CWK-1521 CCK-1521

CA-1521-96 96.0” 
2400 mm

85.0” 
2159 mm

80.0” 
2032 mm

79.0” 
2007 mm

CA-1521-120 120.0” 
3050 mm

109.0” 
2769 mm

104.0” 
2642 mm

103.0” 
2616 mm

CA-1521-144 144.0” 
3650 mm

133.0” 
3378 mm

128.0” 
3251 mm

127.0” 
3226 mm

CA-1521-180 180.0” 
4550 mm

169.0” 
4293 mm

164.0” 
4166 mm

163.0” 
4140 mm

Diameter of Pipe 18.0” 
450 mm

21.0” 
550 mm

24.0” 
600 mm

CA-1824-60

18.0”-24.0” 
450 mm-600 mm

14.75” 
375 mm

20 psi 
1.4 bar

6.0” 
152 mm

60.0” 
1500 mm

47.0” 
1194 mm

44.0” 
1118 mm

42.0” 
1067 mm

CWK-1824 CCK-1824

CA-1824-96 96.0” 
2400 mm

83.0” 
2108 mm

82.0” 
2083 mm

78.0” 
1981 mm

CA-1824-120 120.0” 
3050 mm

107.0” 
2718 mm

104.0” 
2642 mm

102.0” 
2591 mm

CA-1824-144 144.0” 
3650 mm

131.0” 
3327 mm

128.0” 
3251 mm

126.0” 
3200 mm

CA-1824-180 180.0” 
4550 mm

167.0” 
4242 mm

164.0” 
4166 mm

162.0” 
4115 mm

Diameter of Pipe 21.0” 
550 mm

24.0” 
600 mm

30.0” 
750 mm

CA-2130-60

21.0”-30.0” 
525 mm-775 mm

15.0” 
381 mm

20 psi 
1.4 bar

6.0” 
152 mm

60.0” 
1500 mm

45.0” 
1143 mm

42.0” 
1067 mm

39.0” 
991 mm

CWK-2130 CCK-2130

CA-2130-96 96.0” 
2400 mm

81.0” 
2057 mm

76.0” 
1930 mm

71.0” 
1803 mm

CA-2130-120 120.0” 
3050 mm

105.0” 
2667 mm

100.0” 
2540 mm

95.0” 
2413 mm

CA-2130-144 144.0” 
3650 mm

129.0” 
3277 mm

124.0” 
3150 mm

119.0” 
3023 mm

CA-2130-180 180.0” 
4550 mm

165.0” 
4191 mm

160.0” 
4064 mm

155.0” 
3937 mm

Diameter of Pipe 24.0” 
600 mm

30.0” 
750 mm

36.0” 
900 mm

CA-2436-60

24.0”-36.0” 
600 mm-900 mm

18.0” 
457 mm

20 psi 
1.4 bar

6.0” 
152 mm

60.0” 
1500 mm

45.0” 
1143 mm

40.0” 
1016 mm

35.0” 
889 mm

CWK-2436 CCK-2436

CA-2436-96 96.0” 
2400 mm

81.0” 
2057 mm

76.0” 
1930 mm

71.0” 
1803 mm

CA-2436-120 120.0” 
3050 mm

105.0” 
2667 mm

100.0” 
2540 mm

95.0” 
2413 mm

CA-2436-144 144.0” 
3650 mm

129.0” 
3277 mm

124.0” 
3150 mm

119.0” 
3023 mm

CA-2436-180 180.0” 
4550 mm

165.0” 
4191 mm

160.0” 
4064 mm

155.0” 
3937 mm

CA Series: Point Repair Carriers - Ambient Cure



Always read safety information before operation

Rehabilitation - CLA Series

CLA Series: Lateral Point Repair Carriers Ambient Cure

Part Number Size Range Diameter Length
Required Inflation 

Pressure Sell Price

CLA-34-36 3.0”-4.0” 
75 mm-100 mm

1.75” 
44 mm

45.0” 
1.1 m

2 5 psi 
1.7 bar

CLA-46-36 4.0”-6.0” 
100 mm-150 mm

2.75” 
70 mm

45.0” 
1.1 m

25 psi 
1.7 bar

CLA-46-118 4.0”-6.0” 
100 mm-150 mm

2.75” 
70 mm

118.0” 
3.0 m

25 psi 
1.7 bar

CLA-46-158 4.0”-6.0” 
100 mm-150 mm

2.75” 
70 mm

157.0” 
4.0 m

25 psi 
1.7 bar

CLA-68 6.0”-8.0” 
150 mm-200 mm

4.63” 
118 mm

45.0” 
1.1 m

25 psi 
1.7 bar

CLA-PRK Push Rod Kit - 20’ (6.1 m)

• Point repair for laterals
• Exceeds industry standards
• Push rod kit available for place-

ment & inflation of lateral carrier
• Push rod kit: 3 pieces 

- total length = 20 ft.



CA Series Cage and Wheel Kits - Rehabilitation

• Cage kits - no tools needed  
- sold in pairs

• For use with the CA Series: Point 
Repair Carriers - Ambient Cure

Always read safety information before operation

CA Series: Caged Kits 
Part Number Sell Price

CA Series: Wheel Kits 
Part Number Sell Price

CWK-610 (Suitable for any length CA-610 plug)
CWK-812 (Suitable for any length CA-812 plug)

CWK-1015 (Suitable for any length CA-1015 plug)
CWK-1218 (Suitable for any length CA-1218 plug)
CWK-1521 (Suitable for any length CA-1521 plug)
CWK-1824 (Suitable for any length CA-1824 plug)
CWK-2130 (Suitable for any length CA-2130 plug)
CWK-2436 (Suitable for any length CA-2436 plug)

CCK-46 (Suitable for any length CA-46 plug)
CCK-610 (Suitable for any length CA-610 plug)
CCK-812 (Suitable for any length CA-812 plug)

CCK-1015 (Suitable for any length CA-1015 plug)
CCK-1218 (Suitable for any length CA-1218 plug)
CCK-2130 (Suitable for any length CA-2130 plug)
CCK-2436 (Suitable for any length CA-2436 plug)



Always read safety information before operation

Mechanical Plugs - HT Series

• User friendly
• Economical
• Optional bypass port

HT Series: Plastic Mechanical Pipe Plugs

Part Number
Pipe Size 

(I.D)
Bypass & Read 

Back Port Weight

Max Allowable Back Pressure

Sell PriceAir Water

HT-4B 4.0” 
100 mm

1/2” 
12.7 mm

1.0 lbs 
0.45 kgs

5 psi 
0.34 bar

10 ft 
3.0 m

HT-5B 5.0” 
125 mm

1/2” 
12.7 mm

1.0 lbs 
0.45 kgs

5 psi 
0.34 bar

10 ft 
3.0 m

HT-6B 6.0” 
150 mm

1/2” 
12.7 mm

1.5 lbs 
0.68 kgs

5 psi 
0.34 bar

10 ft 
3.0 m

HT-8B 8.0” 
200 mm

1/2” 
12.7 mm

2.5 lbs 
1.1 kgs

5 psi 
0.34 bar

10 ft 
3.0 m

HT-10B 10.0” 
250 mm

1/2” 
12.7 mm

5.5 lbs 
2.5 kgs

5 psi 
0.34 bar

10 ft 
3.0 m

HT-12B 12.0” 
300 mm

1/2” 
12.7 mm

6.5 lbs 
2.9 kgs

5 psi 
0.34 bar

10 ft 
3.0 m

HT-15B 15.0” 
375 mm

1/2” 
12.7 mm

11.5 lbs 
5.2 kgs

5 psi 
0.34 bar

10 ft 
3.0 m

HT-18B 18.0” 
450 mm

1/2” 
12.7 mm

16.5 lbs 
7.5 kgs

5 psi 
0.34 bar

10 ft 
3.0 m



Always read safety information before operation

HT & TM Series - Non Pressure Plugs

HT Series: Non Pressure Plugs

Part Number
Pipe Size 

(I.D) Sell Price

HT-2 50mm
HT-3 75mm

TM Series: Non Pressure Plugs
Part Number Pipe Size (I.D) Sell Price

TM-001 25mm
TM-125 32mm

Part Number Pipe Size (I.D) Sell Price

TM-150 38mm
TM-002 50mm

Part Number Pipe Size (I.D) Sell Price

TM-250 63.5mm
TM-003 76mm



Always read safety information before operation

Mechanical Plugs - ME Series
• User friendly
• Exceeds industry standards
• Fits up inside pipe
• Custom sizes made to order

• Long extension T-handle
• Large test-thru port with separate 

read back port

ME Series: Aluminum Mechanical Pipe Plugs

Part Number
Pipe Size 

(I.D)
Bypass & Read 

Back Port Weight

Max Allowable Back Pressure

Sell PriceAir Water

ME-6B 6.0” 
150 mm

1/4” & 1/4” 
6.4 mm & 6.4 mm

4.0 lbs 
1.8 kgs

5 psi 
0.34 bar

40 ft 
12.2 m

ME-8B 8.0” 
200 mm

1/4” & 3/4” 
6.4 mm & 19.1 mm

6.0 lbs 
2.7 kgs

5 psi 
0.34 bar

40 ft 
12.2 m

ME-9B 9.0” 
225 mm

1/4” & 3/4” 
6.4 mm & 19.1 mm

6.0 lbs 
2.7 kgs

5 psi 
0.34 bar

40 ft 
12.2 m

ME-10B 10.0” 
250 mm

1/4” & 3/4” 
6.4 mm & 19.1 mm

8.0 lbs 
3.6 kgs

5 psi 
0.34 bar

40 ft 
12.2 m

ME-12B 12.0” 
300 mm

1/4” & 3/4” 
6.4 mm & 19.1 mm

10.0 lbs 
4.5 kgs

5 psi 
0.34 bar

30 ft 
9.1 m

ME-15B 12.0” 
300 mm

1/4” & 3/4” 
6.4 mm & 19.1 mm

10.0 lbs 
4.5 kgs

5 psi 
0.34 bar

30 ft 
9.1 m

ME-18B 18.0” 
450 mm

1/4” & 3/4” 
6.4 mm & 19.1 mm

18.0 lbs 
8.2 kgs

5 psi 
0.34 bar

20 ft 
6.1 m



Always read safety information before operation

WE Series - Pneumatic Plugs

WE Series: Short

Part Number Pipe Size
Required Inflation 

Pressure

Max Allowable Back Pressure

Sell PriceAir Water

WE-15S 1.25”-1.5” 
30 mm-40 mm

40 psi 
2.8 bar

13 psi 
0.9 bar

30 ft 
9.1 m

WE-2S 2.0” 
50 mm

40 psi 
2.8 bar

13 psi 
0.9 bar

30 ft 
9.1 m

WE-3S 3.0” 
75 mm

32 psi 
2.2 bar

13 psi 
0.9 bar

30 ft 
9.1 m

WE-4S 4.0” 
100 mm

32 psi 
2.2 bar

13 psi 
0.9 bar

30 ft 
9.1 m

WE Series: Long

Part Number Pipe Size
Required Inflation 

Pressure

Max Allowable Back Pressure

Sell PriceAir Water

WE-2 2.0” 
50 mm

40 psi 
2.8 bar

13 psi 
0.9 bar

30 ft 
9.1 m

WE-3 3.0” 
75 mm

32 psi 
2.2 bar

13 psi 
0.9 bar

30 ft 
9.1 m

WE-4 4.0” 
100 mm

32 psi 
2.2 bar

13 psi 
0.9 bar

30 ft 
9.1 m

WE Series: Long

Part Number Pipe Size
Required Inflation 

Pressure

Max Allowable Back Pressure

Sell PriceAir Water

WE-46 4.0”-6.0” 
100 mm-150 mm

40 psi 
2.8 bar

13 psi 
0.9 bar

30 ft 
9.1 m

• User friendly
• Exceeds industry standards
• Its up inside pipe

• Long extension T-handle
• Large test-thru port with separate 

read back port



Always read safety information before operation

Deflection Guages & Proving Rings

Deflection Guages
Part Number Sell Price

4” Custom
6” Custom
8” Custom
9” Custom
10” Custom
12” Custom
15” Custom
18” Custom
21” Custom
24” Custom

Proving Rings
Part Number Sell Price

PR-4
PR-6
PR-9
PR-10
PR-12
PR-15
PR-18
PR-21
PR-24

Custom sizes & specifications always available on Deflection Gauges & Proving Rings

• Proving rings available for all sizes
• Size & deflection cut into ring 

- will not scrape off

• Lightweight T6061 aluminum 
construction

• Available in steel
• High clearance to avoid getting 

stuck on debris
• No tools needed - no bolts, nuts or 

pins.

• Permanently marked with size & 
deflection - won’t scrape off 
- letters cut into fins

• One piece forged eyebolts
• Snap-lock fins
• Fits down 24” manholes



Always read safety information before operation

Inflation Ropes / Hoses / Accessories

121 Series: 3/4” Compressor Hose
Part Number Length Sell Price

121-6 20.0’ 
6.1 m

121-10 30.0’ 
9.1 m

121-15 40.0’ 
12.2 m

124 Series: 1/4” PSI Read Back Hose
Part Number Length Sell Price

124-6 20.0’ 
6.1 m

124-10 30.0’ 
9.1 m

124-15 40.0’ 
12.2 m

123HP Series: Inflation Hose
Part Number Length Sell Price

123-6HP 20.0’ 
6.1 m

123-10HP 30.0’ 
9.1 m

123-15HP 40.0’ 
12.2 m

• For use with 800/825/850 Series 
High Pressure Plugs

• 1/4” ID inflation hose inside of 
poly-rope

• 300 psi gauge
• Comes standard with 1/4” 

male threads on plug end

125 Series: Inflation Hose
Part Number Length Sell Price

125-6 20.0’ 
6.1 m

125-10 30.0’ 
9.1 m

125-15 40.0’ 
12.2 m

• 1/4” ID inflation hose inside of 

poly-rope

• 60 psi gauge

• Quick dump ball valve

• Comes standard with 1/4” male 

threads on plug end

126 Series: Space Hose
Part Number Length Sell Price

126-6 22.0’ 
6.7 m

275 Series: Inflation Hose
Part Number Length Sell Price

275-6 20.0’ 
6.1 m

275-10 30.0’ 
9.1 m

275-15 40.0’ 
12.2 m

• For use with 280 series 
high-flow/no-flow 
- must use for warranty

• 60 psi gauge for outer bladder
• 30 psi gauge for inner bladder
• Pressure relief valve to protect inner 

bladder from over inflation



Always read safety information before operation

Inflation Ropes / Hoses / Accessories

Safety Pressure Relief Valves
Part Number Details Sell Price

138-25 1/4” 
25 psi

138-35 1/4” 
35 psi

139-20 1/2” 
20 psi

139-25 1/2” 
25 psi

Inflation Fittings
Part Number Details Sell Price

137-1 1/4” M
137-2 1/8” M

Remote Placement Pole
Part Number Details Sell Price

130-1 1/2” pole attachment

130-6
Remote placement 

telescopic aluminium 
pole

Gauge Block Assemblies
Part Number Details Sell Price

125-1
Gauge Block Assembly 

with Ball Valve 
0-60 psi

Quick Couplers
Part Number Details Sell Price

135-04F 1/4” F x 1/4” FIP
135-04FM 1/4” F x 1/4” MIP
135-04M 1/4” M x 1/4” MIP

135-0406M 1/4” M x 3/8” MIP
135-12F 3/4” Female Dixon
135-12M 3/4” Male Dixon

135-04F

135-0406M

135-04FM

135-04M

135-12M

135-12F

Gauges
Part Number Details Sell Price

129-15 0-15 psi gauge
129-60 0-60psi gauge

129-300 0-300 psi gauge
129-Vacuum 100kpa/30Hg/14.5psi

129-boot Rubber protection boot



Safety Information & Conversions
Please refer to the Plug-It Products Safety Manual for detailed instructions. 

The Safety Manual can be downloaded from www.plugitproducts.com or call 800-575-8448 to have one mailed.

• Never use a plug in pipe diameters other than what the plug is designed for.
• If a plug fails, it could result in death, bodily injury, and/or property damage.
• �Read and understand the Plug-It Products Safety Manual before using a plug, even if you have been using plugs 

for 25 years.
• Use the correct Safety Inflation Rope/Hose assembly to operate the plug outside of the DANGER ZONE.
• Know the correct inflation pressure before placing the plug in the pipe.
• �PSI air is the same as PSI water, the forces are the same. However, air is compressible, making air pressure 

more dangerous.
• Always use blocking to restrain the plug, keeping the plug in place.
• Never deflate or remove a plug when there is pressure behind the plug.
• Never use a plug that shows cuts, cracks, tears or holes in the plug’s surface.
• Always double plug, never rely on just one single plug.
• �The gauge on the Safety Inflation Rope/Hose is to monitor the pressure in the plug while in use, not just for 

inflation of the plug. Check the gauge to monitor the inflation pressure every 4 hours.

Making Necessary Calculations
A) �MEASURE THE DIAMETER OF THE PIPE 

Carefully measure the inside of the pipe you will be working with to determine its’ diameter. Measure this 
dimension in inches.

B) �DETERMINE THE BACKPRESSURE (Air or Liquid) 
The pressures that a plug must withstand are measured in PSIG (pounds per square inch gauge). These 
pressures can be calculated by determining the height of water that accumulates (Head Feet) from the 
centerline of the pipe.

C) �DETERMINE THE PIPE’S AREA (square inches) R x R x 3.14 
1) Divide the pipe’s diameter by 2 to get the radius. 
2) Multiply the radius by the radius. 
3) Multiply that number by 3.14. The resulting total will be the pipe’s total square inches. 
Example: �Step 1) 60” pipe diameter divided by 2 = 30” 

Step 2) 30” x30” = 900” 
Step 3) 900” x 3.14 = 2826 Total Square Inches

D) �CALCULATE THE TOTAL POUNDS OF FORCE THE PLUG MUST WITHSTAND 
Multiply the Total PSI by the total Square Inches of the pipe. The resulting total will give you the Total Pounds of 
Force that the plug must withstand. 
Example: �10ft of water = 4.33 PSI 

4.33 PSI x Sq.In. = 12,236.58 Pounds of Force
Note: See table over to convert feet of head to head pressure 
Note: Convert Pounds of Force to Bar of Kilogram with the table below

Conversions
FROM: TO: MULTIPLY BY:

Pounds Kilograms 0.4536

Pounds per Square 
Inch (psi)

Bars 0.069

Feet of Water (Head)
Pounds per Square 

Inch (psi)
0.4335

Feet of Water (Head) Inches of Mercury 0.8825

Inches Millimeters 25.4

Feet Meters 0.3048

Radius X Radius X π X Psi = Pounds of Thrust

feet of head = height of water above 
center line of plug



Safety Information & Conversions
FOLLOW THE CHART BELOW TO DETERMINE THE BACK PRESSURE 

ALWAYS CALCULATE MAXIMUM HEIGHT OF WATER THAT MAY ACCUMULATE

HEAD FEET OF WATER TO POUNDS PER SQUARE INCH (PSI) CONVERSION TABLE)

HEAD FEET	 PSIHEAD FEET	 PSI
39...........................................16.89 
40...........................................17.32 
41...........................................17.75 
42...........................................18.19 
43...........................................18.62 
44...........................................19.05 
45...........................................19.48 
46...........................................19.92 
47...........................................20.35 
48...........................................20.78 
49...........................................21.22 
50...........................................21.65 
51...........................................22.08 
52...........................................22.52 
53...........................................22.95 
54...........................................23.18 
55...........................................23.82 
56...........................................24.25 
57...........................................24.68 
58...........................................25.11 
59...........................................25.55 
60...........................................25.96 
61...........................................26.31 
62...........................................26.85 
63...........................................27.28 
64...........................................27.71 
65...........................................28.14 
66...........................................28.58 
67...........................................29.01 
68...........................................29.44 
69...........................................29.88 
70...........................................30.31 
71...........................................30.74 
72...........................................31.18 
73...........................................31.61 
74...........................................32.04 
75...........................................32.47

1...............................................0.43 
2...............................................0.87 
3...............................................1.30 
4...............................................1.73 
5...............................................2.16 
6...............................................2.60 
7...............................................3.03 
8...............................................3.46 
9...............................................3.90 
10.............................................4.33 
11.............................................4.73 
12.............................................5.20 
13.............................................5.63 
14.............................................6.06 
15.............................................6.49 
16.............................................6.93 
17.............................................7.36 
18.............................................7.79 
19.............................................8.23 
20.............................................8.66 
21.............................................9.09 
22............................................. 9.53 
23.............................................9.96 
24...........................................10.39 
25...........................................10.82 
26...........................................11.26 
27...........................................11.69 
28...........................................12.12 
29...........................................12.66 
30...........................................12.99 
31...........................................13.42 
32...........................................13.86 
33...........................................14.29 
34...........................................14.72 
35...........................................15.15 
36...........................................15.53 
37...........................................16.02 
38...........................................16.45

Now that you have calculated (1) THE TOTAL BACKPRESSURE being exerted, (2) THE TOTAL PIPE AREA in square 
inches (3) THE TOTAL POUNDS OF FORCE the plug must hold back, you are now ready to select the correct Plug-It 
Products plug to suit your job application


